5610 Tractor

CONTACT:

**Vientiane**
P.O.Box 6030, Thadeua Road  
Beungkhayong Tai Village  
Sisattanak District, Vientiane, Lao PDR  
Tel: (+856-21) 315 376-8  
Fax: (+856-21) 315 379  
Email: rmalaos@rmagroup.net

**Savannakhet**
Unit 35,  
Phonesavang Tai Village  
Kaisone Phomvihan Road  
Savannakhet Province  
Tel: (+856-41) 260 311  
Fax: (+856-41) 260 312

**Pakse**
13 South Road  
Khane Kheung Village  
Pakse District  
Champasak Province  
Tel: (+856-31) 253 162  
Fax: (+856-31) 253 163

**Luang Prabang**
13 North Road  
Viengmai Village  
Luangprabang District  
Luangprabang Province  
Tel: (+856-71) 260 423  
Fax: (+856-71) 260 424

**Hongsa**
Phonesa Art Village  
Hongsa District  
Xayabouly Province  
Tel: (+856-21) 330 365  
M: (+856-20) 2223 4172  
M: (+856-20) 2222 9716
## Specifications

### Engine
- Engine BHP: 75 hp
- Observed PTO power: 64 hp
- Max. engine torque: 264 N.m @ 1600 rpm
- Cylinders: 3
- Bore: 106.5 mm
- Stroke: 110 mm
- Displacement: 2.9 L
- Compression ratio: 17.8:1
- Firing order: 1-2-3
- Slow idle: 625 + 25 RPM
- Fast idle: 2600 -25+50 RPM
- Injection pump timing: 1.5° ± 10° BTDC (Time Trac)
- Type of injection pump: Standyze-Rotary

### Electricals
- Battery: 12 V, 100 Ah
- Alternator: 40 Amp
- Starter: 12 V, 2.5 KW

### Transmission
- Clutch type: Dual
- Gearbox type: Top Shaft Synchronized
- No. of forward gears: 8
- No. of reverse gears: 3
- Standard PTO: 540 RPM
- Dual PTO: 540 rpm @ 2376 & 1705 Epm

### Brakes
- Type: Wet disc brakes
- Actuation: Hydraulic

### Hydraulics
- Pump output: 44 ltr/min
- Lifting capacity: 2000 kgf

### Wheels and Tyres
- Front tyre: 11.2 x 24, 8 PR
- Rear tyre: 16.9 x 30, 12 PR

### Dimensions and Weight
- Total weight: 2515 kg
- Wheel base: 2070 mm
- Overall length: 3650 mm

### Filling Capacities
- Fuel tank: 68 lit
- Engine sump: 8.6 lit
- Transmission: 39 lit
- Coolant Tank: 9.5 lit
- Hydraulics: Common to transmission

## Comfort and Capability... All Within Reach

The comfortable open operator station features color-coded controls: orange controls (shifter and throttle) govern movement of the tractor; black indicates hydraulic controls (loader joystick, hydraulic remotes), while yellow indicates controls for the PTO and implements.